
Important
*While we strive to provide accurate measurements for our customers, sometimes mistakes happen. 
Our goal is to help things run smoothly from shipment to installation, so if you notice any errors in 
our spec sheets, please let us know.

Our products are handmade & hand fi nished so you can expect a tolerance of ± ¼” on all
measurements. We strongly recommend waiting until your ordered product is on-site before
attempting any rough-in carpentry or plumbing.

If you want to verify any of our measurements, please feel free to call or email us.

*Drawings are not to scale.

Acritec Industries Corp.
27049 Gloucester Way
Langley, B.C. V4W 3Y3 

Tel: 604.607.0856
Fax: 604.607.0857
Email: info@acritec.com
Website: www.acritec.com

In keeping with our policy of continuing
product improvement, Acritec Industries Corp. 
reserves the right to change product
specifi cations without notice.
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Monarch Lever Handles for Floor Mount Tub Filler
Product # 83051

Height: 39 1⁄2”~ 40 1⁄2”

Faucets for Freestanding Tub - Monarch Lever Handles
Product # 83051
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Featrue
- Dual Lever Handle Free-Standing Faucet.

- Includes an oversized hand-spray with an easy 
open manual diverter system.

- Two 1/4 turn ceramic cartridges

- Solid brass construction

- Triple-plated chrome finish

- Triple-seal water supply system

Technical Specifi cations

- 5 gal / min spout flow rate @ 65 psi

- Minimum operating temp: 0°C

- Maximum operating temp: 90°C

- Minimum operating pressure: 7 psi

- Maximum operating pressure: 145 psi


